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JC
JE

G110
G180

110

180

112
182

F

240

PA
PB

300

430

600

PC

TAC

C

2 -2
-11

3 R -60

 

3 R  

ON 1 P 4 A
OFF 1 P 2 B
ON 1 P 4 A
OFF 1 P 2 B
ON 1 P 4 A
OFF 1 P 2 B
ON 1 P 4 A
OFF 1 P 2 B  
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 · 

mm
N

0.9MPa

KMP-2

KMP-2-11

KMP

KMP-11

KMC-2

KMC-2-11

KMC

KMC-11

KMO-2

KMO-2-11

KMO

KMO-11

KMS-2

KMS-2-11

KMS

KMS-11

KMR-2

KMR-2-11

KMR

KMR-11

NC

NO

NC

NO

NC

NO

NC

NO

NC

NO

NC

NO

NC

NO

NC

NO

NC

NO

NC

NO

1.3

0.7

1.3

1.8

2.7

1.5

2.7

3.8

2.7

1.5

2.7

3.8

2.0

1.0

2.0

3.0

2.0

1.0

2.0

3.0

1.2

1.8

1.2

0.7

2.3

3.5

2.3

1.2

2.3

3.5

2.3

1.2

3.5

4.5

3.5

2.5

3.5

4.5

3.5

2.5

24.5 2.5

12.8 5.0

24.5 5.5

2

3

2

3

2

3

2

3

2

3

 1mm

2 A

1 P

2 A

1 P

1 P 3 R

2 A

1 P 3 R

2 A

2 A

1 P

2 A

1 P

1 P 3 R

2 A

1 P 3 R

2 A

2 A

1 P

2 A

1 P

1 P 3 R

2 A

1 P 3 R

2 A

2 A

1 P

2 A

1 P

1 P 3 R

2 A

1 P 3 R

2 A

2 A

1 P

2 A

1 P

1 P 3 R

2 A

1 P 3 R

2 A

1
        2 2 3 1 P 2 A

     2 1 P 2 A 3 2 A 3 R

G010

010

025

050

100

200

G110
G180

110

180

112
182

240

300

430

600

TAC

PC

030

EA
EB

JA

JC
JE

F

PA
PB



710

12R

30

10

25.4

442- 4.4

25

20

5
50

55

3 R 2
A

1
P

6

17

2-Rc1/8

14

1 P

17

2-Rc1/8

14

1 P

25.4

44

8

2- 4.4

1
20

25
1916

2

5
45

.5

50
.5

3 R 2
A

1
P

29.5

4-M12 1
14

1mm

6

17 25.4

44

31

2-Rc1/8

2- 4.4

14

25

20

5
38

431 P

3 R 2
A

1
P

10

20

25.4
44

2-Rc1/8

2- 4.4

3

17

14

5

20

25

24
29

2 A1 P

3 R

3 R 2
2

A

1
P

2-M3 0.5 4

mm

KMP-2
KMP
KMP-11

KMC-2
KMC
KMC-11

KMO-2
KMO
KMO-11

KMS-2
KMS
KMS-11

17

2-Rc1/8

14

1 P

25.4
44

10

2- 4.4

1
20

25
1916

2

5
56

61

3 R 2
A

1
P

29.5

4

4-M12 1
2

14

1mm

KMR-2
KMR
KMR-11

G010

010

025

030

EA
EB

050

100

200

JA

JC
JE

G110
G180

110

180

112
182

F

240

PA
PB

300

430

600

PC

TAC
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3 R Rc1/8 3 R

R  R
  

R

3
2 A OFF 1 P ON

3 R

1
2 -11-60

  KMC-11-60

θ

θ

2 4.4

1mm

30 500mm/s
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R

A

B

O B

O A
(JISB2401P5)

3

3 2 2

Rc1
8

48

8.
5 14

3 R3 R

24
21

KM-1

KMC

KMO

1

ISO VG32)

 · 

 ·  · 

1
P

2
A

1
P

2
A

E

1 P

OFF

ON

2 A

2 A

2A

3 R 1P OFF

ON

G010

010

025

050

100

200

G110
G180

110

180

112
182

240

300

430

600

TAC

PC

030

EA
EB

JA

JC
JE

F

PA
PB


